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Guida rapida di 1064Defender
La presente Guida rapida fornisce un'introduzione in merito a 
Sicurezza, Installazione delle batterie, Informazioni di accesso 
e Scansione. Utilizzare la suddetta guida unitamente alla 
Guida dell'utente di 1064Defender™ di Thermo Scientific™.

Sicurezza 
Lo strumento NON È progettato per essere intrinsecamente sicuro. 
Non utilizzare lo strumento in un ambiente potenzialmente esplosivo o 
contenente un gas sconosciuto.

• 	Non puntare mai il laser verso se stessi o altre persone.

• 	Non attivare mai il laser a meno che il campione non copra completamente 
l'apertura.

• 	Assicurarsi sempre che il laser sia disattivato prima di rimuovere il campione dalla 
relativa apertura.

• 	La Distanza nominale di rischio oculare, NOHD, per l'analizzatore 1064Defender 
è di 63 pollici (160 cm).  Assicurarsi che non vi siano persone o superfici riflettenti 
entro 63 pollici dalla traiettoria del raggio laser durante l'analisi dei campioni 
in contenitori di vetro o trasparenti. La radiazione laser potrebbe non essere 
completamente bloccata da tali materiali.

• 	Durante la scansione, non tenere mai in mano un materiale potenzialmente 
energetico.

• 	Identificare e indossare dispositivi di protezione adeguati alla situazione. Indossare 
sempre occhiali di protezione per laser e utilizzare un abbigliamento adeguato 
per ridurre al minimo la superficie cutanea esposta. Utilizzare gli occhiali di 
protezione per laser di OD 3 a 1064 nm qualora il pericolo laser non possa essere 
controllato.

Safety
The instrument IS NOT designed to be intrinsically   
safe. Do not use the instrument in any potentially   
explosive or unknown gas environment.

• Never point the laser in the instrument at yourself or others.
• Never activate the laser unless a sample fully covers the laser 

aperture.
• Always ensure that the laser is deactivated before removing the 

sample from the laser aperture.
• The Nominal Ocular Hazard Distance, NOHD, for the 

1064Defender analyzer, is 80 inches (203 cm). Ensure that 
there are no people or reflective surfaces within 48 inches of the 
laser beam path when analyzing samples in glass or clear 
containers. Laser radiation may not be completely blocked by 
these materials.

• Never hold a potentially energetic material with your hands 
during a scan. 

• Identify and wear appropriate protective equipment for the 
situation. Always wear laser safety glasses and dress 
appropriately to minimize exposed skin. Laser safety eye wear of 
OD 3 at 1064 nm must be worn when the laser hazard cannot 
be controlled.

• The instrument is in Vial Mode when the sample is placed in a 
vial, and the vial is placed in the vial holder. When mitigating 
hazards of energetic or thermally sensitive materials, always 
remove the vial cap when scanning in Vial Mode so that 
pressure cannot build up inside the vial, which could cause it to 
explode.

• Use the Scan Delay feature which allows you time to get away to 
a safe distance before the laser is activated. Use Scan Timeout to 
limit the amount of time that the laser is activated.

• Use Vial Mode whenever possible. 
Laser Information Label: Provides information about the class, 
wavelength, and output power of the laser contained within the 
instrument. The label is located on the back of the instrument.

Laser Aperture Label: Alerts the user that the energy from the laser 
exits through this aperture. This radiation can harm the eyes. 
Therefore, take care that the eyes are suitably protected. The label is 
located on the top of the instrument, above the display.

 

1064Defender Quick Start Guide
This Quick Start Guide provides an introduction to Safety, Battery 
Installation, Login Information, and Scanning. Use this guide along with 
the Thermo Scientific 1064Defender User Guide. 
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• Lo strumento è in Vial Mode (Modalità Flacone) quando il campione viene
collocato all'interno di un flacone e questo è posizionato a sua volta nel
relativo supporto. Quando si limitano i rischi associati a materiali energetici o
termosensibili, rimuovere sempre il tappo del flacone durante la scansione nella
Vial Mode (Modalità Flacone) in modo da evitare l'accumulo di pressione all'interno
dello stesso e la conseguente esplosione.   

• Utilizzare la funzione "Ritardo scansione" affinché l'utente possa allontanarsi e 
posizionarsi a distanza di sicurezza prima che il laser venga attivato. Utilizzare 
"Timeout scansione" per limitare la quantità di tempo in cui il laser è attivo.

• 	Utilizzare la Vial Mode (Modalità Flacone) ove possibile.

Etichetta informativa del laser: fornisce informazioni su classe, lunghezza d'onda 
e tensione in uscita del laser integrato nello strumento. L'etichetta si trova sul retro 
dello strumento.
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Etichetta relativa all'apertura del laser: avvisa l'utente che l'energia del laser passa 
attraverso questa apertura. Questa radiazione può essere dannosa per gli occhi.

Prestare pertanto attenzione che gli occhi siano adeguatamente protetti. L'etichetta 
si trova sulla parte superiore dello strumento, sopra il display.
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Installazione della batteria nello strumento

Nota: Se la batteria non è sufficientemente carica, fare riferimento 
alla Guida dell’utente per le istruzioni di caricamento.

1. Per aprire lo sportello della batteria, girarlo in senso antiorario.

2. 	 Dopo aver sbloccato la batteria, lo sportello apparirà come
mostrato nella figura a sinistra. Staccare ora lo sportello della 
batteria per esporre la batteria.

3. 	 Per caricare la batteria, orientare i contatti con l'apertura in
modo che siano rivolti verso la parte superiore sinistra, pronti 
per essere inseriti nello strumento, come raffigurato a sinistra.

4. 	 Durante l'installazione della batteria assicurarsi che la 
linguetta continui ad essere accessibile, come nella figura. 
Questa consente di rimuovere facilmente la batteria quando 
è necessario ricaricarla. Il livello di carica della batteria viene 
visualizzato sulla barra indicatrice, accanto alla linguetta.

5. Piegare la linguetta sull'estremità della batteria, quindi 
riposizionare lo sportello della batteria. Ruotare la barra in 
senso orario per chiudere e fissare in sicurezza.

6. Dopo aver sostituito la batteria e chiuso correttamente lo 
sportello, esso apparirà come mostrato nella figura a sinistra.
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Installing the Battery into the Instrument
1.To open the battery door, twist the battery door
    lock counter clockwise.

2. After unlocking the battery, the door assembly will
   appear as shown at left. Now peel away the battery
   door to expose the battery.

3. To load the battery, the slotted contacts should be
   oriented so that they are on the upper left, ready to
   slide into the instrument as shown at left.

4. When installing the battery, ensure that the tab
    remains accessible as shown. This tab provides ease
    of removal when charging is required. The level of

battery charge is displayed on the indicator bar near
     the pull-tab. 
5. Fold the tab over the end of the battery, and replace
    the battery door. Twist the bar clockwise to close

and secure.

6. Once the battery has been replaced and the door has
   been securely closed, the instrument door will
   appear as shown at left.

Note: If the battery is not sufficiently charged, please refer the User
Guide for battery charging instructions.

How to Login to your Instrument
1. Press and hold the Power button on the keypad until the screen

lights up. The instrument takes about a minute to boot up.
The instrument has two power states: ON or OFF.

2. The Login screen appears. Under the Select User option, tap the
Admin option.

3. Enter the Administrator password. Press (Enter key).

4. The Home screen now appears.
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Come accedere allo strumento

1.	 Premere e tenere premuto il pulsante di accensione sulla tastiera fino a quando lo 
schermo non si illumina. Lo strumento impiega circa un minuto per avviarsi.

	 Lo strumento indica due stati dell'alimentazione: ACCESO o SPENTO.

2. 	 Viene visualizzata la schermata Accedi. Alla voce Seleziona utente, toccare
l'opzione Amministratore.

3. 	 Inserire la password dell'Amministratore.

	 Premere            (tasto Invio).

4. Compare la schermata Home.
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Navigazione

Autodiagnostica dello strumento

Dalla schermata Home, utilizzare il touch screen (o le frecce della tastiera) per 
accedere alle funzioni dello strumento.

Si consiglia di eseguire un'autodiagnostica con cadenza almeno giornaliera al fine 
di verificare il corretto funzionamento dello strumento. L'autodiagnostica richiede 
l'impiego dell'asta standard in polistirene (inclusa in dotazione) e del portaflaconi.

1064Defender Quick Start Guide 3 Thermo Scientific

Navigation
From the Home screen, use the touch screen (or keypad arrows) to
access these instrument functions.

Performing the Instrument Self Test
It is highly recommended that a Self Test is performed at least daily to
verify that the instrument is operating properly. The Self Test will
require the use of the standard polystyrene rod (included) and vial
holder accessory.

1. Locate the vial holder accessory in the 1064Defender carrying
case, and carefully place the slotted opening over the laser exit
aperture. Rotate the vial holder so that the large opening is
vertically oriented.

2. Place the polystyrene rod into the vial holder, as shown above.  
Press the rod firmly down into the holder so that the laser will enter
the sample.

3. Ensure that any label on the polystyrene rod is rotated away from
the incoming laser, otherwise the Self Test may fail.

4. Press the Self Test button on the Home Screen.

5. Press the Arm Laser button on the keypad. 

Scan

Review 
Scans

Admin 
Settings

Self Test

Profiles

General
Settings

Logout

Home
Battery 
Status

Laser exit
asperture

Vial 
holder

Polystyrene
Self Test
Rod

Stato 
batteriaHome

Autodiagnostica

Profili

Impostazioni 
generali

Esci

Scansione 

Revisione 
scansioni

Impostazioni 
Amministratore

Sonno 



7Guida rapida di 1064Defender

1064Defender Quick Start Guide 3    Thermo Scientific

Navigation
From the Home screen, use the touch screen (or keypad arrows) to 
access these instrument functions. 

Performing the Instrument Self Test
It is highly recommended that a Self Test is performed at least daily to 
verify that the instrument is operating properly. The Self Test will 
require the use of the standard polystyrene rod (included) and vial 
holder accessory. 

1. Locate the vial holder accessory in the 1064Defender carrying 
case, and carefully place the slotted opening over the laser exit 
aperture. Rotate the vial holder so that the large opening is 
vertically oriented.

2. Place the polystyrene rod into the vial holder, as shown above.  
Press the rod firmly down into the holder so that the laser will enter 
the sample. 

3. Ensure that any label on the polystyrene rod is rotated away from 
the incoming laser, otherwise the Self Test may fail.

4. Press the Self Test button on the Home Screen. 

5. Press the Arm Laser button on the keypad. 

Scan

Review 
Scans

Admin 
Settings

Self Test

Profiles

General
Settings

Logout

Home
Battery 
Status

Laser exit
asperture

Vial 
holder

Polystyrene 
Self Test 
Rod

1.	 Localizzare il portaflaconi nella custodia di trasporto di 1064Defender, quindi 
posizionare con cautela l'apertura scanalata sopra il foro di uscita del laser. 
Ruotare il portaflaconi affinché l'apertura grande sia orientata verticalmente.

2. 	 Posizionare l'asta in polistirene nel portaflaconi, come raffigurato sopra.

	 Premere saldamente l'asta nel supporto in modo che il laser entri nel campione.

3. 	 Assicurarsi che qualsiasi etichetta presente sull'asta di polistirene sia ruotata in 
modo da non incontrare il laser, in caso contrario l'autodiagnostica potrebbe non 
essere effettuata correttamente.

4. 	 Premere il pulsante Autodiagnostica sulla schermata Home. 

5. 	 Premere il pulsante Innesco laser sulla tastiera.

1064Defender Quick Start Guide 3    Thermo Scientific

Navigation
From the Home screen, use the touch screen (or keypad arrows) to 
access these instrument functions. 

Performing the Instrument Self Test
It is highly recommended that a Self Test is performed at least daily to 
verify that the instrument is operating properly. The Self Test will 
require the use of the standard polystyrene rod (included) and vial 
holder accessory. 

1. Locate the vial holder accessory in the 1064Defender carrying 
case, and carefully place the slotted opening over the laser exit 
aperture. Rotate the vial holder so that the large opening is 
vertically oriented.

2. Place the polystyrene rod into the vial holder, as shown above.  
Press the rod firmly down into the holder so that the laser will enter 
the sample. 

3. Ensure that any label on the polystyrene rod is rotated away from 
the incoming laser, otherwise the Self Test may fail.

4. Press the Self Test button on the Home Screen. 

5. Press the Arm Laser button on the keypad. 

Scan

Review 
Scans

Admin 
Settings

Self Test

Profiles

General
Settings

Logout

Home
Battery 
Status

Laser exit
asperture

Vial 
holder

Polystyrene 
Self Test 
Rod

1064Defender Quick Start Guide 3    Thermo Scientific

Navigation
From the Home screen, use the touch screen (or keypad arrows) to 
access these instrument functions. 

Performing the Instrument Self Test
It is highly recommended that a Self Test is performed at least daily to 
verify that the instrument is operating properly. The Self Test will 
require the use of the standard polystyrene rod (included) and vial 
holder accessory. 

1. Locate the vial holder accessory in the 1064Defender carrying 
case, and carefully place the slotted opening over the laser exit 
aperture. Rotate the vial holder so that the large opening is 
vertically oriented.

2. Place the polystyrene rod into the vial holder, as shown above.  
Press the rod firmly down into the holder so that the laser will enter 
the sample. 

3. Ensure that any label on the polystyrene rod is rotated away from 
the incoming laser, otherwise the Self Test may fail.

4. Press the Self Test button on the Home Screen. 

5. Press the Arm Laser button on the keypad. 

Scan

Review 
Scans

Admin 
Settings

Self Test

Profiles

General
Settings

Logout

Home
Battery 
Status

Laser exit
asperture

Vial 
holder

Polystyrene 
Self Test 
Rod

Portaflaconi

Asta autodia-
gnostica in 
polistirene

Foro di uscita 
del laser



8 Guida rapida di 1064Defender

Scansione del campione e risultati della 
scansione

Autodiagnostica SUPERATA: 
lo strumento ha rilevato 
correttamente l'asta in 
polistirene, indicando il corretto 
funzionamento.

Autodiagnostica NON 
SUPERATA: lo strumento 
non è riuscito ad identificare 
correttamente il polistirene 
e non dovrebbe essere 
utilizzato finché il problema 
non viene risolto. Pulire l'asta 
in polistirene con un panno 
umido, posizionarla all'interno 
del portaflaconi ed eseguire 
una seconda autodiagnostica. 
Se il risultato ottenuto è 
NON SUPERATA, contattare 
l'assistenza clienti.

Se il campione di farmaco si trova in un sacchetto di plastica trasparente chiuso, lo 
strumento sarà in grado di analizzare la sostanza direttamente attraverso il sacchetto.

1. 	 Rimuovere l'asta in polistirene dal portaflaconi quindi estrarre quest'ultimo dal foro 
di uscita del laser.

6.	 Sulla schermata Home, premere il pulsante Scansione.

	 Una volta completata la scansione, il risultato sarà SUPERATA o NON SUPERATA.

1064Defender Quick Start Guide 4    Thermo Scientific

6. On the Home screen, press the Scan button. 

After scanning has completed, the result will either be a PASS or a 
FAIL.

Sample Scanning and Scan Results

If your drug sample is in a closed transparent plastic bag, the 
instrument will be able to analyze the substance directly through the 
bag. 
1. Remove the polystyrene rod from the vial holder, and remove the 

vial holder from the laser exit aperture.

2. Locate the nose cone in the carrying case, and carefully place the 
slotted end over the laser exit aperture, as shown below.

3. On the Home screen, press the Profiles button. 

and select the TF_Narcotics profile, as shown below.

Self Test PASS: Instrument correctly 
identified the polystyrene rod, 
indicating proper functionality.

Self Test FAIL: Instrument could not 
properly identify polystyrene and 
should not be used until the problems 
are corrected. Wipe the polystyrene 
rod with a damp cloth, place in vial 
holder and perform a second Self 
Test. If the result is FAIL, contact 
Customer Support.

Nose cone
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2. 	 Localizzare il cono nella custodia di trasporto e posizionare con cautela 
l'estremità scanalata sopra il foro di uscita del laser, come raffigurato di seguito.

3. 	 Sulla schermata Home, premere il pulsante Profili.

e selezionare il profilo TF_Narcotics, come mostrato.
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identified the polystyrene rod, 
indicating proper functionality.

Self Test FAIL: Instrument could not 
properly identify polystyrene and 
should not be used until the problems 
are corrected. Wipe the polystyrene 
rod with a damp cloth, place in vial 
holder and perform a second Self 
Test. If the result is FAIL, contact 
Customer Support.
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4.	 Fare clic          sul pulsante Home in alto a sinistra della schermata Strumenti.

5.	 Posizionare il sacchetto con il campione di farmaco contro il cono come 
mostrato nella figura sotto.

6.	 Sulla schermata Scansione Raman, premere Scansione per acquisire uno spettro 
Raman. 

	 Viene visualizzato lo stato di avanzamento della scansione.

7.	 Se le sostanze chimiche all'interno del campione non si trovano nella Libreria 
Narcotici, come Risultato della scansione comparirà "Negativo" in verde.
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4. Click on the Home button in the upper left corner of the Tools 
screen. 

5. Position your bag of drug sample against the nose cone, shown 
below.

6. On the Raman Scan screen, press Scan to acquire a Raman 
spectrum. The Scan progress screen will appear.

7. If the chemicals in your sample are not in the Narcotics library, 
then the Scan Result will display a green “Clear.” 

If a narcotic chemical is detected, then the Scan Result will 
display a red “Alarm,” with the name of the chemical indicated on 
the screen.

Getting Help and Reachback Support
Customer Support is available by telephone or email, 24/7, 365 
days a year.

Telephone 1-800-374-1992 (USA)
+1-978-642-1100 (International)

Email support@chemid.thermofisher.com

Website pai.thermoscientific.com/support

Mail 2 Radcliff Road, Tewksbury, MA 01876
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Assistenza e supporto Reachback

Qualora invece venisse rilevata una sostanza chimica narcotica, come Risultato 
della scansione comparirà "Allarme" in rosso, con il nome della sostanza chimica 
indicata sullo schermo.

È possibile contattare l'assistenza clienti telefonicamente o inviando una e-mail,  
24 ore su 24, 7 giorni su 7.

Telefono: 	 1-800-374-1992 (USA)  +1-978-642-1100 (Internazionale)

E-mail: 	 support@chemid.thermofisher.com

Sito Web: 	 pai.thermoscientific.com/support

Indirizzo postale: 	 2 Radcliff Road, Tewksbury, MA 01876

Dichiarazione sui regolamenti delle esportazioni

Le informazioni tecniche riportate nel presente documento sono soggette ai 
regolamenti sull'amministrazione delle esportazioni. L'esportazione delle suddette 
informazioni tecniche a persone o società straniere, negli Stati Uniti o in altri paesi, 
può esigere una previa autorizzazione scritta da parte del Department of Commerce, 
Bureau of Industry and Security degli Stati Uniti. Contattare Thermo Fisher Scientific 
Inc. prima di tale trasferimento.



Ulteriori informazioni sono disponibili all’indirizzo 
thermofisher.com/1064defender
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